Designer Diamond Technique Step by Step #1 - Design Positioning

1. Select Embroidery Mode. Touch
2. Slide on the embroidery unit.
3. Touch Ok to Calibrate
4. Touch the Start Menu to open the Extended Tool Bar.
5. The Design Menu opens
6. Touch design shown,

7. Touch Select Hoop.

DD_58.vp3.

Select Crown Hoop size 260 x 200

8. Use the stylus on the Ultimate Interactive Screen to drag the design to the upper left corner
of the hoop area on the screen.
9. Using Tear-A-Way stabilizer underneath, hoop an 18” square of fabric with Tear Away
Stabilizer. Slide on the Crown Hoop.

10. Touch GO! to go to Embroidery Stitch Out.
11. Touch Start/Stop to embroider the first design.
12. When the design is finished, a pop-up message will appear “Embroidery is finished. Clear
screen?”

13. Touch Cancel to retain the design on the screen.

14. Touch Design Positioning
15. Touch Step 1 (the flower icon indicates you are watching your screen, not the hoop)

16. Move the red cursor to the upper left corner of the design to position the first
locked point.

17. Touch Pan

Bring corner of the design with the cursor to center of the hoop.

18. Use Zoom In to see to see the exact point where the designs will meet.

19. Use Pan and drag on the screen until you see it.

20. Touch Position to turn off Pan.
21. Continue moving the red cursor to the exact point where the designs will meet.
22. Use the Control arrows to fine tune the placement.

23. Touch Zoom to Hoop to view design.
24. Touch Step 2, the cursor is now locked. (The hoop icon tells you to look at
your fabric, not the screen)
25. Move the locked point on the screen by using the stylus or the Control arrows. The hoop
moves. Watch the hoop move and continue to move the locked point on the screen until the
needle is over the lower left hand corner of the embroidered design on the hooped fabric.
This is the second locked point

26. Use the arrows to fine tune the placement. Lower the needle into the
lower left corner of the first design to check placement.
27. Raise the needle back to the highest position.
28. Touch Step 3
29. Use Zoom + , Pan and the Control arrows to help you as you place the red
cursor on the upper right corner of the design on the Ultimate Interactive
Screen as shown.

30. Lower the needle into the lower right corner of the first design to check
placement.

31. If the needle is in the correct point in the design, touch OK to begin embroidering.

32. If more adjustment is needed, touch Step 4 to rotate design into position.
33. Watch the hoop move and rotate if needed until the needle is above the fabric
exactly where you want it. Use the stylus or Control arrows to rotate design into
the exact position.

34. Touch OK to go to Embroidery Stitch Out.
35. Touch Start/Stop and embroider the second design.
36. Repeat Design Positioning for more designs in this hooping or re-hoop the fabric and use
Design Positioning to match other designs.

Designer Diamond Perfectly Positioned Pillow
By Marie Duncan, Education Creative Coordinator
In the Designer Diamond Special Technique #1, you learned to position designs and placed
your four “tile” designs together. Now, we will make a pillow with the design! We had so much fun we
did two, and used the design on each side of the pillow for a two sided pillow. An invisible zipper set
into the piping will complete the finished look on both sides!

Sewing Supplies:
•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
1/2 yard Woven Fabric
Inspira Tear-A-Way Light Stabilizer
Invisible Zipper Foot #412 68 70-45
Clear Piping Foot #413 09 71-45
12” Pillow Form
30 wt. Blendable Thread
Bobbin Thread
1 1/2 yards of Piping
Sewing Thread
Invisible Zipper

1. Embroider four of the tile designs as instructed in the Designer Diamond Special Technique #1,
Design Positioning.. Cut down your embroidered fabric to 12” square with the embroidery
centered.
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2. Thread with sewing thread top and bobbin. Snap on your Clear
Piping Foot. Select Straight Stitch A1:2
. Move the needle
one or two positions to the right, away from the piping, by
on the Stitch Position icon. Stitch
touching the +
piping around the outside of one of the squares.
3. When you approach the first corner, snip into the fabric of the
piping as shown, every 1/4” or so to allow the piping to turn the corner

easily.

4. When you approach the end, stop and cut the piping so that the
ends overlap 1”.

5. Remove the stitching on one end and trim the cord back 1” so
the two cord ends will meet. Fold under the fabric covering the
cord on one end 1/4” and wrap it over the other end. Stitch the
remaining distance.

6. On one side, (not the side where the piping joins) stitch the zipper in place. Snap on your
Invisible Zipper Foot. Select Straight Stitch A1:2
your needle back in the center position.

. This puts

7. Place the zipper about 1” from one corner, right sides together
on the piping. The zipper teeth should be pushed against the
piping. Stitch the first side of the zipper in place.

8. Stitch the second side in place on the other pillow piece matching the point where the zipper
starts.
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9. Snap on your Zipper Foot E. Stitch several inches on each end of the zipper to begin the seam.
10. Snap on your Clear Piping Foot. Open the zipper. Stitch the pillow pieces together, stitching
with the piece with piping on top so you can see the stitching. Because you stitched the piping
first a bit further to the right, the final row of stitching will be tight to the piping.

11. Select Button Sewing

from your Sewing Advisor ®.

Adjust the width to 6.0
. Remove your foot.
Bartack over the end of the zipper as shown.
12. Turn your pillow through the zipper opening and insert your
pillow form.
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Designer Diamond Technique Step by Step #2 -Design Shaping

1. Select Embroidery: Touch
2. Slide on the embroidery unit.
3. Select the Crown Hoop 260 x 200.
4. Touch the Start Menu Button

5. Touch the Stitch Menu

6. Select Menu X

Specialty Technique Stitches.

7. Two Fixes appear on the screen. Touch and Hold Delete to delete both
Fixes.

8. Select X1:9

9. Touch OK.

10. Touch Design Shaping

11. Select
12. Touch and drag on the screen or use the Control arrows to decrease the size to 150.0
x 150.0.
13. Touch the Duplicate Last + button until you reach a total of 60
duplicates.

14. To spread the stitches along the baseline, Select Spacing to left justification.
15. Close Design Shaping by touching OK in lower right corner.
16. Slide on the Crown Hoop 260 x 200 with fabric and Tear-A-Way stabilizer.
17. Touch GO to enter Embroidery Stitch Out.
18. Touch Color Edit
19. Touch Color Block Sort.
20. Touch Color Block Merge
21. Touch OK.
22. Touch the Start Menu Button

to open the Extended Tool Bar.

23. Touch Set Menu
24. Select Sewing Settings.
25. De-Select Automatic Jump Stitch Trim. Touch Start/Stop to begin embroidering
the design.

Designer Diamond the Shape of Heirloom to Come
By Marie Duncan, Education Creative Coordinator
Use the design you created in Designer Diamond Special Technique 2, Design Shaping to create this
heirloom square.

Sewing Supplies:
•
•
•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
18” square of Linen
Inspira Tear-A-Way Light Stabilizer # 141000820
Blue 40 wt. Rayon Thread to Match Fabric
Pink, Green and Yellow 40 wt. Rayon Thread
30 wt. Sulky Cotton thread for Candlewicking
Starch
Size 90 Topstitch Needle
Bobbin Thread
Specialty Candlewicking Foot #413 16 23-45
Left Edge Topstitch Foot #412 78 42-45
Candlewicking Foot #412 51 08-45
Wing Needles size 100

Embroider:
1. Square up the linen fabric. It doesn’t have to be perfectly on
grain, but it should be close.
2. Use Special Technique 2, Design Shaping to create the center
square/diamond.
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3. Finger press your square, in fourths, and diagonally.
4. Insert a size 90 Topstitch needle. Thread with 30 wt. Sulky
cotton thread on top and bobbin thread in the bobbin.
5. Hoop Inspira Tear-A-Way Light Stabilizer in the 260 x 200
hoop. Place the linen on point (a 45 degree angle) to create
a diamond in the center as your square embroiders.
6. Touch FIX to Baste the linen to the stabilizer.
7. Embroider the shaped stitch design created with Special
Technique 2, Design Shaping. Leave the stabilizer with the
fabric basted onto it in the hoop.
8. Clear the embroidery from the screen.
9. Touch Return to Embroidery Edit
10. Touch Start.
11. Touch Font Menu.
12. Scroll down and select Palace Script size 20. Select D.
13. Touch a.. for lower case and select esigner.
Touch OK.
14. Touch Start.
15. Touch Font Menu.
16. Scroll down and select Palace Script size 20.
17. Touch select D.
18. Touch a.. for lower case and select iamond.
19. Touch OK
20. Touch Position arrow

and move “

Diamond” to 12.3 to the right
2

21. Touch Position arrow

and move “

22. Touch Select All

.

23. Touch Group
24. Touch Rotate.
angle.

Diamond” -20.8 down.

.
. Touch

and rotate to 45 degrees. (note, the Designer Diamond will be on an

25. Touch Position

26. Touch in the center of the Control Center
hoop.

and the design will be centered in the

27. Touch GO to go to Embroidery Mode.
28. Thread with green 40 wt. rayon thread on top and bobbin thread in the bobbin and embroider
“
”.

Designer Diamond

29. Touch Color Edit.

30. Touch Color Block Sort.

31. Touch Color Block Merge.

Part Two: Project for Special Sewing Techniques
Toggle to Sewing Mode. Remove the stabilizer and fabric from the hoop but leave the stabilizer under
the fabric for the special sewing techniques below. Add stabilizer as needed so that all stitching has
stabilizer under it.

Sew:
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1. Snap on your Candlewicking Foot. There are two Candlewicking feet. The one on the right is
the original one. The one on the left is the Specialty
Candlewicking Foot. The Specialty Candlewicking Foot has a
much wider groove on the bottom of the foot to stitch over
the beautiful larger candlewicking stitches.

2. Touch stitch X1:1.
3. Snap on the original Candlewicking Foot.
4. Thread with pink 40 wt. rayon thread on top to match fabric and bobbin thread in the bobbin.
5. Align the edge of the Candlewicking Foot with the edge of the diamond stitching and stitch
around the diamond. Tip: Select Needle Stop Down. At the corner, pivot and sew the next side.
By pivoting at the end of a stitch repeat, (or complete stitch) you will have precise neat corners.

6. Snap on the Specialty Candlewicking Foot. Select X1:7
. Thread with Yellow 40 wt. rayon
thread on top and bobbin thread in the bobbin. Align the edge of the Specialty Candlewicking
Foot with the previous row of stitching and stitch around the diamond.
7. Insert a size 100 Wing Needle. Thread with 40 wt. rayon thread on top to match the color of
your fabric and bobbin thread in the bobbin.

8. Select D7 . Snap on your B Foot as recommended on your Ultimate Interactive Screen.
Align the edge of the foot with the previous row of stitching and stitch around the diamond.
Use the Stop function button to complete the stitch at the corners before pivoting.
9. Select D1:4 . Align the edge of the foot with the edge of
the previous row of stitching and stitch around the
diamond. When you approach the first corner, touch the
. Your Designer Diamond will stitch to the end of
the pattern, and stop. If you are not at the corner yet,
touch
again and complete another pattern. Tap
your foot control to lower the needle into the fabric and
pivot.

10. Touch Needle Stop Up or tap the foot control to lift the
needle out of the fabric, and place it in the fabric on the
other side (front) of the stitching line so the needle will
4

stitch back into the same holes as the stitch begins to sew. Then begin sewing.
11. Remove all excess stabilizer and press.
12. Align the edge of the foot with the edge of the fabric,
and stitch across the top and bottom edges. You don’t
need stabilizer for this row of stitching. Don’t worry if
it puckers bit, it will flatten out when you pull it flat and
press it. Trim close to the stitching, cutting from “hole
to hole”.

13. Press the top and bottom edges. Press a double 1/2” fold on each side towards the right side of
the fabric.
14. Remove the wing needle and replace it with a size 90 topstitch needle. Thread with 30 wt.
cotton thread on top and bobbin thread in the bobbin.

15. Select Edging stitch X1:13
. Snap
on your Left Edge Topstitch Foot.
Align the edge of the hem with the red
mark on the foot.
16. Stitch the hem.
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Designer Diamond Technique Step by Step #3 -Special Sewing
Techniques

1. Select Sewing Mode

2. Select Woven Medium on the Exclusive Sewing Advisor.

3. Touch Start Menu to open the Extended Tool Bar.

4. Select the X Menu, Specialty Stitches.

Candlewicking Stitches
1. Select stitch X1:4
2. Your Ultimate Interactive Screen shows you all the information you need to sew:

Suggested needle type :Universal
Suggested needle size: 80
Stitch selected: X1:4
Note: A 90 Topstitch needle can be used for 30 wt. or 12 wt. thread

3. Foot:

. This symbol means that an optional foot is required.

4. Touch the Quick Help

then touch the stitch.

5. A pop-up message will appear suggesting which optional presser foot should be used
with this stitch. For stitch X1:4, the pop-up message says: “Candlewicking stitch Requires optional candlewicking foot part number 413 16 23-45”.
6. Touch

7. The black dot shows where the stitch will start.
8. The stabilizer recommendation tells you that you need to use stabilizer.
9. Snap on your Specialty Candlewicking Foot #413 16 23-45.
10. Thread with 40 wt. rayon thread on top and bobbin thread in the bobbin.
11. Place Tear-A-Way Stabilizer underneath your fabric. Stitch the Candlewicking Stitch.
12. Try some others. Stitches X1:1 through X1:10 are Candlewicking stitches.
Experiment with candlewicking stitches using different weight threads.

Suggestions for different thread weights:
•
•
•

40 wt. rayon on top, matching color sewing thread or bobbin thread in the bobbin.
30 wt. cotton on top matching color sewing thread or bobbin thread. Use 90
Topstitch needle.
12 wt. cotton on top, matching color sewing thread or bobbin thread. Use 90
Topstitch needle.

Edging Stitches:
1. X1:11 through X1:15 are stitches designed to be used with the Left Edge Topstitch
Foot #412 78 42-45.

2. Touch X1:11.

3. Touch the Quick Help
4. A pop-up message appears that says: “Edging Stitch Requires optional Left

Edge Topstitch Foot (Part number 412 78 42 45)”.

5. Touch OK
6. Snap on the Left Edge Topstitch Foot.
7. Fold a double 1/2” (12mm) Hem to the right side and
press.
8. Place the fabric under the foot with the bulk of the fabric
to the left. Align the fold edge with the red mark on the
foot. Stitch a hem. The stitch will form a decorative
picot trim that extends over the edge of the folded fabric.

ALT button
1. The ALT button appears on most stitches on the
Designer Diamond.
2. The ALT feature lets you adjust the position of the stitch from left to right.

3. Select stitch X1:1
Stitch Width.

The ALT button

appears on the screen next to

4. Touch the ALT button. Touch – or + on the Stitch Width button to move the whole
stitch from side to side for accurate stitch placement.
5. Note: The stitch must be less than 7.0 mm wide to use the ALT function. Reduce stitch width if
needed to activate the ALT function.

Stitch Positioning:
1. Select Stitch Menu F. Select stitch F1:11.
2. Touch Stitch Width + to 6.0. The stitch width number changes to red. Watch the
stitch change on the Ultimate Interactive Screen.
3. The sideways stitches of the appliqué stitch get wider.
4. Touch – to reduce the stitch width to the default 2.0. The default number is
displayed in black.

5. Touch ALT.
6. The circle around ALT turns red indicating it is active. Touch the Stitch Width +.
The sideways stitches of the stitch remain the same as the stitch position moves to
the right.
7. Try this with stitch F1:15 and stitch F1:19

Elegant Chair Cushion
By Marie Duncan, Education Creative Coordinator
“Dress” that little chair that is sitting in the corner!
Or maybe your favorite desk chair! This chair
cushion will showcase your embroidery from the

Designer Diamond Special Technique #4
Embroidery Advisor/Designer Majestic
Hoop!

Sewing Supplies:
•
•
•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
Majestic Hoop #920 22 20-96
Approximately 1 yard Dupioni Silk or
Fabric of Choice
1/4 yard Contrast Dupioni Silk for Piping/Welting
40 wt. Rayon Embroidery Thread
Inspira Tear-A-Way Stabilizer
Pattern Tracing Material
Pictogram Pen
1” thick Foam
Single Welt Cord Foot #412 62 70-45
1/4” Bias Binder #411 85 04-45
Piping Hot Binding Tool #140 000 971
1/2” wide Steam-A-Seam 2

1. Embroider the Majestic Hoop Design as instructed by Designer
Diamond Special Techniques #4 onto Silk Dupioni.
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2. Trace the shape of your chair seat on pattern tracing material. Cut out the pattern. Place the
pattern on your embroidery. This pattern does not have a seam allowance yet. Pin to your
fabric so the embroidery is centered. Using your Pictogram Pen, trace around the pattern 5/8”
from the edge.

Cut:
1.
2.
3.
4.

Cut out your embroidered chair cushion top.
Using the top as a pattern cut another piece the same size for the back.
Cut 1” thick foam from your original pattern (without seam allowances).
Cut contrast silk into 2” wide strips across the width of the fabric, of sufficient length to go
around your cushion.
5. Cut two pieces from contrast silk 7/8” x width of the fabric for ties to tie the cushion onto the
chair.

Sew:
1. Snap on your 1/4” Bias Binder. Select Straight Stitch A1:2
. Place the 1” wide strip in the bias binder and stitch
couple of inches. Check to see that the stitching is near the
fold. If the stitch is not where it needs to be, you can move it
left or right using your Stitch Positioning .
Stitch the ties. Cut into lengths 10” to 12” long depending
on the chair.

2. Snap on your “A” Foot. Select Woven Medium
and Seam

on your Exclusive Sewing Advisor ®

. Stitch your 2” wide strips end to end to create one long piece.

3. Snap on your Single Welt Cord Foot. Wrap the silk strip around the cord. Place under your
Single Welt Cord Foot with the cord in the groove on the underside of the foot. Stitch the
covered cord.
4. Move the needle one or two clicks to the right, away from the piping, by touching the +
. Stitch to create piping.
5. Trim the piping seam allowance to 5/8” using your Piping Hot Binding Tool.
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6. Place the piping on the edge of your embroidered top and
stitch in place. As you approach the first corner, stop, and
clip into the seam allowance of the piping as shown. Go to
www.husqvarnaviking.com, USA, Tips and Hints, to see how
to join your piping strips.
7. Place your ties on the corners, in pairs. Exact placement will
depend on the style of your chair. The raw edges should be
even as shown. Then place your cushion back on top, right
sides together. Stitch around the cushion leaving a 10”
opening on the back, to insert the cushion.
8. Turn through the opening. Press. Insert the batting or foam.
Hand stitch the opening closed, or insert Steam-A-Seam 2
and press to fuse closed.
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Designer Diamond Technique Step by Step #4 -Embroidery
Advisor/Designer Majestic Hoop
1. Slide on the embroidery unit.

2. Touch Embroidery.

3. Touch Select hoop. Select Majestic Hoop 360 x 350.

4. Touch Start Menu to open Extended Tool Bar.

5. The Design Menu opens automatically. .

6. Touch design DD_036.vp3

7. Touch Start Menu to open Extended Tool Bar.
8. Touch Exclusive Embroidery Advisor
9. Touch the Fabric you want to embroider. Choose Woven Medium.

10. Foot: Indicates which foot to use
11. Needle: Indicates what needle to use - Universal 80
12. Stabilizer: Indicates what stabilizer to use - Tear-A-Way hooped with fabric
13. Embroidery Thread: Indicates what kind of thread to use – 40 wt.
14. Bobbin Thread: Indicates what kind of bobbin thread to use – 60 wt./70/wt
15. Touch OK to close the Embroidery Advisor.

Designer Majestic Hoop
Be sure the area around your Designer Diamond is clear so the hoop will
not hit the wall (or you!) while embroidering.
1. Fold a 22” square piece of fabric twice to find the center. Hoop with Tear-A-Way
Stabilizer in the Designer Majestic Hoop. Insert hoop clips following instructions
included with the Majestic Hoop.
2. Slide on the Majestic Hoop.
3. Touch GO! to go to Embroidery Stitch Out.
4. A pop-up message will come up “Embroider all on one side before turning?”
5. A check mark in the “Yes” box is

displayed.

6. Touch OK to close pop-up message.
7. If you place the check mark in the “No” box, the embroidery will stop after each color change so
that you can turn the hoop. This can be useful on a very heavily-stitched design that may distort the
fabric as it is embroidering. By embroidering both sides as you go, the compensation will be the same
on each side, assuring better results.
8. Go to the SET menu, Sewing Settings. Select Automatic Jump Stitch Trim so a
check mark appears in the box to turn it on.
9. Touch OK to return to Embroidery Stitch Out.
10. Touch Start/Stop to begin embroidering.
11. The first few stitches will be the alignment stitches in the center at one end of the
hoop.
12. When one side of the design is complete, a pop-up message will appear. “Turn
Hoop”
13. Remove the hoop and rotate the hoop 180 degrees. Slide the hoop on.
14. Touch OK. The hoop will calibrate.
15. Embroider the second half of the design.

Designer Diamond Technique Step by Step #5 -Vintage Stitches
1. Select Sewing Mode
2. Touch Start Menu to open Extended Tool Bar.
3. The Stitch Menu opens automatically.

4. Select Menu J – Vintage Stitches

5. Select J1:1

6. Select Woven Medium on your Exclusive Sewing Advisor ®
tool bar.

7. Foot: Indicates which foot to use

on the lower

8. Needle: Indicates what needle to use - Universal 80
9. Stabilizer: Indicates that stabilizer is needed

10. Touch the Quick Help.
11. Touch Stabilizer.
12. A pop-up message will appear. “Stabilizer recommendation - Recommends using
stabilizer under fabric.”

13. Touch OK
14. Snap on the B foot.
15. Thread with 40 wt. rayon embroidery thread on top and bobbin thread in the
bobbin.
16. Stitch the selected stitch.
17. Try some of the other stitches or create a new stitch pattern using Programming.

To Program Vintage Stitches:
1. Select Program
2. Select a few Vintage stitches to create a stitch program.

3. Select Selective Thread Cutter Function Button.
4. The Designer Diamond will stitch one of each of the stitches programmed, cut the
threads, and stop.
5. Step on the foot control and sew out the stitch program.
6. Select the U Menu My Stitches
7. Touch an empty memory space to save your stitch program to My Stitches.

Designer Diamond Vintage Stitching – It’s in the Bag!
by Marie Duncan, Education Creative Coordinator
What a perfect way to try out all your new Designer Diamond
decorative stitches! You will want to make several, for sure!

Sewing Supplies:
•
•
•
•
•
•
•
•
•

•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
Assorted 40 wt. Sulky or Robison Anton Rayon
Embroidery Threads
Bobbin thread
Sulky 30 wt. Blendable Threads
Sewing Thread
Silk: One strip 2” wide x width of fabric of each color,
pink, burgundy and blue (total 3 strips)
One green strip 3” wide x width of fabric
11” x 19” Lining Fabric
One roll 12” wide Inspira Tear-A-Way Stabilizer part
#141000803
1 yard 3/16” Twisted Cord
Two Decorative Buttons
Inspira 90 Topstitch Needles
Candlewicking Foot #412 51 08-45
Left Edge Topstitch Foot #412 78 42-45
Clear Open Toe Foot #413 03 19-45
Clear 1/4” Piecing foot w/Guide #412 92 74-45
Clear B Edge/Joining Foot #413 05 84-45
Specialty Candlewicking Foot #413 16 23-45
Button Foot with Placement Tool #412 93 45-45
Pictogram Pen
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1. Cut each silk strip in half, to measure approximately 22” long. Set aside one of the green pieces for
the top band.
2. Snap on your Clear 1/4”
Piecing Foot w/guide. Select
Woven Light, Seam on your
exclusive Sewing Advisor.
Piece your silk strips
together with the green in
the center, blue on each side of the green, then pink and the burgundy on the outside. Press the
seams open.
3. Place your pieced strata on the Tear-A-Way stabilizer. Thread with pink 40 wt. rayon thread on top
and bobbin thread in the bobbin.
4. Using your Pictogram Pen, mark a line down the center of the green 3” wide center strip. Select stitch
J1:7
. Snap on your Clear B Edge/Joining Foot. Stitch down the center of the strip keeping the
flange in the center of your foot aligned with the marked line.
5. Re-thread with 30 wt. Blendable Thread on top. Select Candlewicking Stitch X1:9
Snap on your Candlewicking Foot. Stitch on each side of the center line of stitching.
Let the edge of the foot ride along the row of stitching.
6. Using your Pictogram Pen, mark a line down the center of each pink strip. Select Candlewicking
stitch X1:6

. Stitch down the center of the pink strip. Repeat on the other pink strip.

7. Snap on your Clear B Edge/Joining Foot. Select J1:21
. Thread with Green 40 wt. rayon
thread. Align the flange of the foot with the seam line between the blue and pink strips. Stitch down
the seam line. Repeat on the other blue/pink strip.

. Touch
stitch width + and increase the width to 7.0 Touch
8. Select J1:3
stitch length + and increase the length to 6.0. Thread with blue thread and stitch between the pink
and burgundy strips.
9. Snap on your Clear Open Toe Foot. Select J1:6
Thread with pink thread. Stitch on the blue
strip, so the stitching just barely goes into the green center
strip.
10. Touch Side to Side Mirror Image.
Start back at
the same end as you did on the previous side, and stitch on the other side of the green strip.
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11. Carefully, remove your stabilizer. Press your piece and cut down to 11” x 19”. Trim your lining to
match your pieced outer bag if necessary.
12. Thread with sewing thread on top and in the bobbin. Snap on your Clear 1/4” Piecing Foot
w/Guide. Fold your silk in half matching the short edges. Stitch one side (the fold is the bottom).
Repeat with your lining.
13. Place the top edges of the bag and lining wrong sides together. Fold the 3” x 22” fabric for the band
in half lengthwise wrong sides together and press. Place the band on the right side of the silk and pin
all the layers together, matching the raw edges. Touch Woven Medium

Seam/overcast

on your Exclusive Sewing Advisor ® and sew to attach the band. Your Exclusive Sewing
Advisor ® recommends the “J” Foot.
14. Press so that the seam allowance is pressed away from the band.
15. Snap on your Sensor Buttonhole foot. Select

B1:4, size 14
. Stitch a buttonhole
centered on the band, at EACH seam
intersection where the silk strips are joined.
There are 12 total. Place stabilizer underneath
the fabric. Place the decorative stitch part of
the purse toward you as shown, and align the
center of the right hand portion of the foot
with the band seam.
Seam/overcast
on your
16. Touch Woven Medium
Exclusive Sewing Advisor ®. Fold right sides together and stitch
the other side seam including to the top edge of the band.
17. Fold the corner up so the second
strip is squared off as shown. Pin
in place. Snap on your Button
Foot with Placement Tool.
Remove the Accessory Box to
give you access to the free arm.
Stitch a button through all the
layers to hold the corner in place.

18. Thread your cord through the buttonholes and tie in a knot at the end. Fill your bag with goodies,
and you are ready to go!
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Designer Diamond Technique Step by Step #6 -Designer Deluxe
Tools
1. Slide on the embroidery unit.

2. Select Embroidery Mode to enter Embroidery Edit.
3. Touch the My Hoops Icon
4. Select the Royal Hoop 360 x 200
5. Touch the Start Menu to open the Extended Toolbar. The Design Menu will
open.

Design Selection:
Select DD_114.vp3 daffodils.
Select DD_041.vpe birdhouse.
Select DD_043.vp3 tree.

1. When loading designs into Embroidery Edit, the last design loaded is selected by
default.
2. Touch the embroidery field outside all designs to de-select them.

3. To select one of the designs, you can use the stylus and touch it on the screen or
touch Step Through Designs. The selected design has a red line around it.

4. Touch Step Through Designs until your tree is selected.

Thread Color Change
1. Select Color Edit.
2. On the Color Block List, touch Color 3:8.
3. Touch Thread

Color Edit.

4. The Quick Color pop-up appears with 64 different colors. Choose the color you
want your birdhouse.
5. Touch OK to close the Quick Color Pop-up.
6. Touch OK to close Color Edit.
7. Select the single birdhouse.
8. With your stylus, drag the birdhouse into position so it is hanging from the hook on
the tree.
9. Fine tune the position using the Control

arrows.

Zoom:
1. Touch Zoom In to see where the house is connecting to the tree.
2. After you are satisfied with the placement, touch Zoom to Hoop to return to normal
view.

Design Grouping:
1. To select the tree and the birdhouse, touch Add/Remove Selection.
2. Select the tree, then touch Add/Remove Selection.
3. Touch Group/Ungroup.

4. A red square will surround the two designs in that group. They will now
move together as one design.

5. Select the daffodils. Place them near the trunk of the tree. Touch Select
All.

6. Touch Group/Ungroup. All the embroideries are now grouped and will move
together.

7. Touch Control Center to Center in the hoop.

8. Save to My Designs. Touch

9. Touch My Files

10. Touch Rename.

11. Touch and Hold Delete
12. Enter Birdhouse.
13. Touch
14. Touch
15. Hoop your fabric with Tear-A-Way Stabilizer and slide on the hoop.

Color Functions:
1. Touch GO! to go to Embroidery Stitch Out.

2. Select Color Functions.

Background Fabric:
1. Touch the Background Fabric to show the background fabric on the Ultimate
Interactive Screen.
2. To change the background fabric color, Touch & Hold Background Fabric. Select a
color from the 64 color choices.

Monochrome:
1. Touch Monochrome to activate monochrome embroidery. All designs are
shown in a grey color and the machine does not stop for color block changes.
2. Deactivate monochrome by touching the Monochrome again.

Color Sort:
1. Color Sort intelligently sorts the colors in a design combination to sew all of one
color at the same time. To sort the color blocks before embroidering touch the
Color Sort Icon.
2. Color Sort your grouped designs.

Color Merge
1. Color Merge eliminates the color stops between blocks with identical colors. After
Color Merge, the Designer Diamond will ignore the color stops between identical
thread colors.
2. Do NOT Color Merge this design because you want it to stop for the appliqué
placement colors.
3. Touch OK.

Begin to Embroider:
1. You are ready to embroider your design.

2. Touch Start/Stop to begin embroidery.

Welcome to Our House
By Marie Duncan
Education Creative Coordinator
Whether it’s a mansion, a cottage, something in
between or even a bird house, welcome your
world with this delightful wall hanging! It’s
whimsical, asymmetrical design is sure to please
the creative spirit in you! Use the design you
created in Designer Diamond Special Technique
#6, Designer Deluxe Tools.

Sewing Supplies:
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
3/4 yard Fabric for Embroidery
1 yard Border, Binding, Hanging Strips
and Backing Fabric
Warm and Natural Batting
Inspira Tear-A-Way Light Stabilizer
Robison Anton 40 wt. Rayon Embroidery
Thread
Bobbin Thread
Sewing Thread
Clear 1/4” Piecing Foot w/guide
# 412 92 74-45
Clear B Edge Joining Foot # 413 05 83-45
Edge Joining Foot #412 79 68-45
Clear Stitch in the Ditch Foot #412 92 74 46
Dowel
Round Dowel Ends
Fasturn Tube Set
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Embroider:
1. Embroider the designs in Technique# 6, Designer Deluxe Tools on a piece of fabric
14” wide and 22” long.
2. Touch Fonts
3. Select Mesa 30
4. Select WECOME
5. The size is 30 x 149. It will fit in the Midsize Hoop, 100 x 170 if it is rotated.
6. To rotate the design, touch

.

7. If you don’t have this hoop yet, touch My Hoops,

to select one of your hoops.

8. Thread with 40 wt. Robison Anton Rayon
Embroidery thread on top and bobbin thread in the
bobbin.
9. Hoop two layers of Inspira Tear-A-Way Light
Stabilizer. By using two layers of the lighter
stabilizer, you can tear them away one at a time and
not distort the embroidery. Using your Pictogram
Pen, mark the center of the hoop on the stabilizer.
You need to be sure that your inner hoop is placed
correctly in the outer hoop, with arrows matching
and the tightening screw to the lower right. Mark a
horizontal and vertical line using the marks on the
inner hoop. Mark the center point of your
embroidery 1 1/4” centered, above and below the
birdhouse embroidery already stitched on your
fabric as shown.
10. Lettering doesn’t start in the center, as an
embroidery design does. Instead it begins at the
beginning of the first letter. Because of this, we will match the marked start point of
the embroidery with the marked center of the stabilizer and pin the fabric in place.
Place your pins outside the embroidery area.
11. Slide your hoop in place on your machine. Touch FIX to baste the fabric in place.
If after basting the fabric to the stabilizer, if it is crooked, or not where you want it,
remove the basting, pin again and repeat. The FIX basting is a way for you to
double check your placement.
12. Underneath the embroidery we will embroider “To Our House”. Welcome was all
upper case. Make “To Our House” upper and lower case.
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13. Touch Fonts
14. Select Mesa 20
15. Select T.
16. Touch

for lower case and select o and _.

17. Touch

for upper case and select O.

18. Touch

for lower case and select ur and _.

19. Touch

for upper case and select H.

20. Touch

for lower case and select ouse.

21. Hoop two layers of Inspira Tear-A-Way Light Stabilizer and mark as before. Pin
your fabric in place and embroidery “To Our House”.
22. Remove excess stabilizer, press. Cut the embroidered piece to 10” x 20”.

Cut:
1. Cut one border piece 20” x 5” and one 14 1/2” x 5”.
2. Cut the 20” x 5” diagonally, beginning
1/2” from the edge as shown.
3. Cut the 14 1/2” x 5” diagonally,
beginning 1/2” from the edge as shown.
4. Cut two binding strips 2 1/4” x width of
fabric.
5. Two hanger strips 2” x width of the fabric.

Sew:
1. Keep track of the straight grain uncut edge. Mark if
necessary. Pin one 20” straight grain edge along each long
edge of the embroidered center piece as shown.
2. Snap on your 1/4” Piecing Foot w/guide. Select Woven
Medium
Advisor ®.

, Seam

on your Exclusive Sewing

3. Thread with sewing thread top and bobbin. Stitch the seams.
Press the seam allowance towards the border piece.
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4. Pin the 14 1/2” straight grain edges of the remaining
border pieces along the top and bottom edges as shown.

5. Trim off the uneven corners, squaring up the piece, by
lining your ruler up along the long edge.

6. Layer the backing right side down, the batting and the embroidered top right side up.
7. Snap on your Clear B Edge Joining Foot.

8. Select E3:55 . Guide the flange of the
foot in the “ditch” of the stitching. Stitch
all the way around the embroidered
center.
9. Snap on your Edge Joining Foot. Select
right needle position straight stitch. Stitch along the outside edge of the wall
hanging, aligning the guide on the foot with the edge of the top. Trim off the excess
fabric and batting even with the pieced top.
10. Stitch the binding strips end to end. Press in half, wrong sides together, lengthwise.
Bind the quilt. For information on binding quilts, go to www.husqvarnviking.com,
USA, Education, Tips and Hints.
11. Snap on your Clear 1/4” Piecing Foot w/Guide. Fold the hanger strips right sides
together lengthwise, and stitch. Turn using your Fasturn Tube. Cut into two 12”
pieces, two 9” pieces and two 6” pieces.
12. Touch Woven Medium on your Sewing Advisor and Overcast. Overcast the short
raw ends of each piece.
13. Fold the strips in half, matching the overcast edges and pin to the wrong side of your
hanging so that the strips extend above the hanger. Insert the painted dowels and be
sure the hanging hangs straight.
14. Snap on your Stitch in the Ditch Foot. Stitch in the ditch, of the binding, attaching
the hangers.
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Decorative Stitch Notebook Cover
Try out all your favorite decorative stitches and make this
binder cover as you go! You can save all your test stitch outs,
and notes in the binder and keep it close to your Designer
Diamond for reference. We have given you instructions for
both a small binder as well as a large binder.

Sewing Supplies:
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
3/4 yard Solid Color Fabric
Inspira Tear-A-Way Stabilizer
2 yards Packaged Piping
Pictogram Pen or Slim Chaco-Liner white
Sewing Thread to Match Fabric
40 wt. Rayon Thread for Decorative Stitching
(Yellow, Green, Pink, Peach)
Sulky 30 wt. Cotton Thread (for Candlewicking)
Candlewicking Foot #412 51 08-45
Specialty Candlewicking Foot #413 16 23-45
Edge Stitching Foot #412 79 67-45
Clear Open Toe Foot #413 03 19-45
Piping Foot #411 85 10-45
Clear View S Foot #412 97 51-45
Bobbin Thread
Inspira Size 90 Topstitch Needle

Cut:
Small Binder (takes 5 1/2” x 8” paper)
1 piece 20 wide x 10 ¼” high (A)
1 piece 8 ¼” wide x 10 ¼” high (B)
1

2 pieces 6 ½” wide x 10 ¼” high (C)

Large Binder (takes 8 1/2” x 11” paper)
1 piece 26” wide x 12 1/2” high (A)
1 piece 10 1/2” wide x 12 1/2” high (B)
2 pieces 8 1/4” wide x 12 1/2” high (C)

Mark Fabric and Sew the Decorative Stitches:
1. On the main notebook piece (20” wide x 10 ¼” high or 26” wide x 12 ½” high) mark a
diagonal line on the fabric from corner to corner using your Pictogram Pen.
2. Place Tear-A-Way stabilizer underneath the fabric.
3. Insert a size 90 topstitch needle. Thread with 40 wt. rayon thread on top and bobbin thread
in the bobbin.
4. Touch Start Menu

.

5. The drop down Stitch Menu opens.

.

6. Select your favorite stitch.
7. Thread with 40 wt. rayon thread on top and bobbin thread in the bobbin. Snap on the
recommended Foot. Stitch on the marked line.
8. Slide the Quilting/Edge Guide into the space at the top of the back of the ankle. Position
the Quilting/Edge Guide to guide your rows of stitching. To finish more quickly, set the bar
to 2” from your needle.

Follow These Stitching Instructions:
Omnimotion Stitches:
•

Snap on your Clear View S Foot. When stitching Omnimotion stitches from Menu K
begin by marking a line with your Pictogram Pen where the center of the stitch will
be. Start with your needle in the marked line. Stitch a few repeats of the design, then touch
and your Designer Diamond will complete the stitch, and stop. Check to be sure
that you needle is still on the line. If it isn’t, adjust so you are back on the line. A small
adjustment every few stitch repeats won’t be noticeable. Continue stitching, stopping every
few repeats, to check.
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Candlewicking Stitches:
•

When stitching the Candlewicking Stitches in the Menu X
be sure to snap on your
Specialty Candlewicking Foot because it has a groove on the underside to feed over the
“raised knots” of the candlewicking stitches. The Specialty Candlewicking foot is needed for
the wider stitches, X1:2, X1:3, X1:4, X1:5, X1:6, X1:7, X1:8, X1:9 and X1:10. The
Candlewicking Foot with the narrow groove works best for X1:1. Candlewick stitches can be
sewn with either 12 wt., 30 wt or 40 wt. but 30 wt. is recommended.

Programming:
•

Program stitches or letters together by touching.
Font Menu
program.

Touch Stitch Menu

. Select your stitches or letters. Touch OK

or

and sew out your

Continue sewing rows of decorative stitches or programs until you have rows across the
outside cover.

Sew the Notebook Cover:
1. Select fabric piece “B” and press a 1/4” hem on each of the longer sides. Snap on the Edge
Stitching foot. Select A1:3. Align the edge of the fold with the flange on the foot and sew a
perfectly straight hem!
2. Select fabric pieces “C” and sew a 1/4” hem on one long side on each piece.

3. Make Designer piping! Snap on your Piping Foot. Select D1:6
Mirror Image

. Adjust the width to 4.0

. Touch Side to Side
. Touch ALT

. Move

the stitch to the left, by using Stitch Position
to -1.5. Thread with 30 wt. red
cotton thread on top and in the bobbin. Place the piping under the foot with the cord of the
piping in the groove and the seam allowance to the right. Stitch the length of the piping.

4. Using your Husqvarna Viking Exclusive Sewing Advisor, select Woven Medium
Seam.

and

Move the needle one or two clicks to the right, away from the piping, by

touching the +
Stitch the piping around the outside
edge of the fabric rectangle on the right side of the fabric, matching the
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raw edges. Stop several inches before each corner and clip the seam allowance of the piping
to allow the piping to lay flat.

5.

Select Seam
to center.

on your Exclusive Sewing Advisor ®. This will bring the needle back

6. Place piece “B” in the center and “C” pieces on the ends on top of the embellished rectangle,
right sides together. The hemmed edges should butt together. Pin and stitch around the
embellished rectangle using a ¼” seam allowance.
Trim corners. Turn right side out and press.
7. Open album front and back and pull backwards
from the spine of album.
8. Slip cover onto binder and fold covers back to the
front.
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Designer Diamond Technique Step by Step #7 - Deluxe Selection
1. You have 17 menu’s plus alphabets on your Designer Diamond.

2. Touch Sewing.
3. Touch the Start Menu to open the Extended Tool Bar.
4. The Stitch Menus automatically opens.
5. Menu A1 Utility Stitches is the default menu when you turn on your Designer
Diamond.
6. For most stitch menus, there are one or more sub menus. When a menu is
highlighted, sub menus are shown.

7. To scroll to the next menu, touch the right arrow located at the bottom of the
stitch panel.
8. Touch the Start Menu to open the Extended Tool Bar.
9. The stitch menus will appear.
10. Touch Menu G, Children Stitches. Select stitch G2:44

11. Touch the STOP Function Button to stitch only one of the stitches.
12. Sew the stitch.
13. Touch Mirror End-to-End to mirror the stitch upside down.
14. Touch the STOP button.
15. Sew the stitch.
16. Touch Mirror Side-to-Side to mirror the stitch left to right.
17. Touch the STOP button.
18. Sew the stitch.
19. The default length 32.0 is shown in black.
20. Touch the STOP button.
21. Touch Stitch Length + to lengthen the stitch to 48.0.
22. Sew the stitch.
23. Touch Stitch Length – to reduce the stitch length to 20.0.
24. Touch the STOP button.
25. Sew the stitch.

26. Touch Stitch Width. The + is grayed out because the
stitch width is already at the widest setting. Decrease the
stitch width to 5.0

ALT
1. The controls on your screen can change depending on what stitch you have chosen.
Most stitches have the ALT feature to adjust stitch density and/or stitch position.
2. When you touch ALT, the Stitch Width and/or Stitch Length controls will change.
3. The arrows beside the ALT icon will indicate which controls are activated when ALT
is selected.

4. When the arrow points up, the stitch length becomes density.

5. When the arrow points to the left, stitch width becomes stitch positioning.

6. When both arrows are active, both are activated.
7. Touch ALT. The Stitch Width icon is now Stitch Positioning.
8. Use the + to move the selected stitch to the right and the – to move the stitch to the
left.
9. Touch ALT to return the control to Stitch Width.

Program:
1. You can combine stitches and/or letters and numbers to create stitch programs. Not
all stitches are available to program. A pop-up message “Not a programmable
stitch” will notify you if you select an unavailable stitch.
2. Touch the PROG icon.

3. Touch Stitch Menu to view the stitch menus.

4. Select Menu L

5. Touch right arrow L2 to move to the next menu.
6. Touch L2:33
7. One stitch will appear.
8. Touch Font Menu.

9. Select Brush Line Font.
10. Character Selection screen will open.
11. Enter a space, your name using upper and lower case letters, then another space.
12. Touch Stitch Menu
13. Touch L2:33

14. Touch Selective Thread Cutter.
15. To close the Program window and sew your programmed stitch, just
press the foot control to begin sewing or touch OK and then press the
foot control or Start/Stop to begin sewing.

My Designer Diamond Dust Cover
by Marie Duncan, Education Creative Coordinator
You want to keep your “baby” clean and comfy
when you aren’t using her! Make this dust
cover using the design you create in Designer
Diamond Special Technique #8, Personalize
your Designer Diamond. If you have “named”
your baby, you may want to put her name on
her dust cover, to make her feel special!

Sewing Supplies:
•
•

•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
My Designer Diamond Design from
Special Technique #8, Personalize your
Designer Diamond Stitched on 9” x 12”
Fabric for Pocket
1 1/4 Yards Contrast for Ruffle and Binding
1 1/4 Yards Main Fabric for Cover and Pocket
40 wt. Rayon Embroidery Thread
Adjustable Bias Binder Foot #412 98 50-45
Ruffler #920 077-096
Left Edge Topstitch Foot #412 78 42-45
Clear Seam Guide Foot #413 03 48-45
Clear 1/4” Piecing Foot w/guide #412 92 74-45
Clover 1” Bias Tape Maker
Edge Joining Foot #412 79 68-45
5mm Narrow Hem Foot #41185 17-45
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1. Print pattern pieces A and B twice. Cut apart and tape together to make one pattern piece
for the left end and one pattern piece
for the right end. They are slightly
different.
2. Using the diagram given, make the
pattern piece for the cover front/back.
NOTE: the dashed lines in the center
where the handle will come through are
SEWING lines, not cutting lines. Cut
that section out on your pattern piece
only, but trace it onto your fabric as a
sewing line.

Cut:

From Main Fabric
•
•
•
•
•
•

Two left end pieces from pattern (Two for
outer and two for lining)
Two right end pieces from pattern (Two for outer and two for lining)
Embroidered piece “My Designer Diamond” from Designer Diamond Technique #8 trimmed to
9” high x 12” wide for pocket
One piece 9” x 12” for pocket lining
Two front/back pieces from the pattern you made (One for outer and one for lining).
Mark the stitching line for the handle opening on the wrong side of one of the pieces.

From Contrast Fabric:
•
•
•

50” of 2 1/2” wide bias for side binding
16” of 2” wide bias for pocket binding
120” of 4” wide bias for ruffle

Sew:
1. Snap on you “A” Foot. Select Medium Woven
on your Exclusive Sewing Advisor. Place your
two front/back (fabric and lining) pieces right sides
together. Stitch around the marked line for the handle
opening. Trim in the center of the stitching, 1/4” from
the stitching and snip into the corners as shown.
2. Turn through the opening and you have a finished
handle opening.
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Pocket:
1. Place the embroidered 9” x 12” piece right sides together with the 9” x 12” lining piece. Snap on
your Clear 1/4” Piecing Foot w/Guide. Stitch the two 9” sides.
2. Turn, press.
3. Snap on your Adjustable Binder Foot.
4. Press your 2” wide strip of bias with your Clover Bias
Tape Maker so it is 1” wide with each edge folded in.
5. Cut the end to a point and insert it into your
Adjustable Bias Binder. Bind the top edge of the
pocket leaving an extra 1/4” of binding at each end.
For more information on using the Adjustable Bias
Binder and your other accessory feet, go to
www.husqvarnaviking.com or consult the Accessory
User’s Guide that came with your Designer Diamond.
6. Fold under the extra binding on each end of the pocket. Pin in place on the front of your
Front/Back piece centered, with the raw edges on the bottom even.
7. Snap on your Edge Joining Foot. Select A1:3 , Right needle Position. Stitch on each side of the
pocket.

Add the Ends:
1. Snap on your Clear Seam Guide foot. Place your left end pieces wrong sides together. Pin to the
left end of the cover matching the center mark on the end piece to the center of the side. Sew
with the curved end piece down, as you would in setting in a sleeve. Hold back the top layer
slightly to ease in the excess fabric as needed.
2. Repeat for the right end.
3. Trim the seam allowance to 1/4”.
4. Press the 2 1/2” wide bias strips in half lengthwise, wrong sides together. Place the bias strip on
the end side of your cover. With the bias against the feed teeth, stitch over the previous seam line.
5. Press so that the binding and seam allowances are away from the cover. Bring the binding around
to the front/back side of the cover.
6. Snap on your Left Edge Topstitch Foot. Select F11

and stitch the binding in place.
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Make the Ruffle:
1. Select Woven Medium
, Seam/Overcast
on your Exclusive Sewing Advisor.
Place your ruffle strips right sides together, matching the short ends. Stitch your ruffle pieces end
to end to form one long piece.
2. Snap on your 4mm Rolled Hem foot. Hem one long edge of the ruffle strip. For more
information on using the Rolled Hem feet and your other accessory feet, go to
www.husqvarnaviking.com.
3. Hem one long edge of the ruffle strip.
4. Attach your Ruffler. Set on 1, and unscrew the adjusting screw most of the way. Mark a 12”
section of the hemmed strip and ruffle a test piece. It should ruffle down to a bit more than 4”.
If it is too long or too short, adjust the adjusting screw. When your test strip is correct, ruffle your
ruffle.

5. Select Seam
on your Exclusive Sewing Advisor. Snap on your Clear Seam Guide Foot.
Place right sides together around the bottom of the cover and stitch using a 5/8” seam allowance.
Join the ends by choosing Seam/Overcast
and stitching from the hem edge to the raw
edge. This insures that the hem edge will match exactly.

6. Finish the seam allowances by touching Overcast
by serging on your Huskylock serger.

on your Exclusive Sewing Advisor, or

7. When it is time to put your Designer Diamond to bed, drop your dust cover over her and she will
be clean and comfy for the night.
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Join here to pattern piece A

Pattern Piece B
5/8" seam allowance included
Cutting line for left end
Cutting line for right end

Center

Cutting line for left end

Pattern Piece A

Join here to pattern piece B

Cutting line for right end

Designer Diamond Technique Step by Step #8
Personalize your Designer Diamond
Touch Start Menu to open Extended Toolbar.

SET Menu:
Touch SET Menu.

Select Machine Settings:
Language:

Languages will become active as different languages are added to the machine
in future updates.

Owner’s Name:

Touch Owner’s Name to open the Font Edit

window.

Touch & Hold Delete to erase any text in the box.

Enter your name, using upper and lower case letters.
Touch
Your name appears in the Owner’s Name box.

Timer: The Timer displays your Designer Diamond’s total sewing and embroidery time.
Select Timer. A pop-up message asks if you want to reset the Timer.
Select OK to reset the timer.
Select Cancel to retain current timer setting.

Hoop Selection: Touch Hoop Selection.
Select the hoops you own from the list provided. When you load a design, the machine will
select the most suitable hoop among the hoops you have entered in the hoop selection.
Only the hoops you select will be available to be selected.

Defragment Machine Memory:

To optimize the sewing machines performance
you sometimes need to do a defragmentation. When defragmentation needs to be done, a
pop-up message appears. To Defragment your machine, touch Defragment Machine
Memory. It can take up to 45 minutes to complete the Defragmentation.

Auto Smart Save: When Auto Smart Save is selected, the machine will save the
embroidery design periodically as it stitches out and when you stop the embroidery.
NOTE: When Auto Smart Save is activated, it may take longer to enter Embroidery StitchOut. You may need to Defragment your machine memory more often.

Select Sound Settings:
Sound Settings:
You can select specific sounds for your Designer Diamond start-up
and to alert you at a variety of sewing and embroidery situations.
Select the first function sound you want to change.

A pop-up message appears listing the sound options for that function.

Select the sound you want to play. A check mark appears in the box.
You will hear a preview of the sound. Each function can have a different sound.
Close the pop-up message by touching

User-Defined Sound
You can load your own sound files into the Designer Diamond. Select sounds in the .wav
format and load them into the Designer Diamond File Manager from the USB stick.
Touch the sound setting you wish to alter. Find the User-Defined Sound. Touch & Hold the
User-Defined Sound check box to enter My Files. Select the sound you want.
Select
NOTE: When you touch this icon for the first time My Files will open. Find your sound file
and touch OK. The name of the loaded sound file is shown next to the icon.
The sound length for icon acknowledgement, button/icon disabled alert for warning or
attention pop-up messages is maximum of 5 seconds.
The maximum sound length for Start up and Embroidery Finished is 30 seconds.
NOTE: Only PCM encoded WAVE-files can be used. For optimal result the file should be
8-bit mono. Always save your sound files in the My Files folder on your machine.

Audio Repeat
When active, the signal for some warning alerts or attention pop-up messages is repeated in
intervals until it is cancelled.

Volume
You can change the volume using the slider bar. All sounds
settings will be affected if the volume setting is changed

Select Screen and Light Settings:
Touch Screen Adjust
Occasionally, the Ultimate Interactive Screen may need calibration.
Select Screen Adjust to open the calibration screen.
Touch the center of each cursor with the stylus to calibrate the
screen.

Lock screen
The Ultimate Interactive Screen can be locked to prevent changes in stitches or settings if
the screen is bumped. When Lock Screen is activated, the screen is automatically locked
when it is inactive for ten seconds.
The screen will remain locked until you touch the icon again.
A pop-up message will appear indicating the screen is locked. To unlock the screen, select
OK on the pop-up message screen.
To deactivate Lock screen, go to the SET Menu, Screen and Light Settings and deselect
Lock screen.

Screen Saver
When activated, the screen turns off ten minutes after the last touch. Touch the screen or
press any button to activate the screen again.

Adjustable E LIGHTS™
Adjust the brightness and the color of the Adjustable E
LIGHTS™ system on your machine to accommodate all
types of fabric and colors and to adapt to the light
conditions in your sewing room. Slide the Brightness bar
to the right to brighten the light and slide it to the left to
make it less bright. Slide the Color bar to the left for a
cooler, bluer color and to the right for warmer, redder
color.

Alert Light
When activated, you will get a flashing light at some warning pop-up messages. When the
Alert Light is not activated, only the sound alert will be played.
Touch OK to close.

Touch Start Menu to open Extended Toolbar.

Information and Index Help menu
Use the Information and Index Help menu to find sewing and
embroidery information. The Information and Index Help menu is a
built-in, abridged version of the User’s Guide.
When you touch the Information and Index Help menu on the
Extended Toolbar, you have four options to select from: Index,
Category, My Info and Text.
Select Index. Browse through the topics using your stylus on the
slider bar on the right side of the screen. The left arrow at the lower
left corner of the screen returns you to the previous page.
The right arrow takes you to the next page.

Index
Touch Start Menu to open Extended Toolbar.
Index shows the Help topics in alphabetical order.

Category
Category shows the Help topics divided into categories following the structure of the User’s
Guide Table of Contents.

My info
My Info contains the Owner’s name, Serial number/Machine ID, Software description,
Available/Total machine memory. Your name should now show next to Owner’s name.

Text will be implemented in a future update
Embroidery:
Select Embroidery Mode

to go to Embroidery Edit.

Touch the Start Menu to open the Extended Tool Bar.
The Design Menu opens automatically.

Select design DD_009.vp3, a purple flower.
Select the Splendid Square Hoop 120 x 120. Slide the hoop on.

Embroidery Edit
Touch the GO! Icon in the lower right corner of the Ultimate Interactive Screen to
go to Embroidery Stitch-Out.

Embroidery Stitch-Out
1. The Return to Embroidery Edit icon is in the lower right corner of the Embroidery
Stitch Out screen.
2. Touch Return to Embroidery Edit to go back to
Embroidery Edit.
3. Touch My Hoops.
4. A pop-up message will appear.

5. Select Royal Hoop 260 x 200.

i.

6. With your stylus, select the design on the Ultimate Interactive Screen.
7. Touch Delete to delete the design.
8. Touch Start Menu to open the Extended Tool Bar.
9. Touch the Font Menu.

10. Select the embroidery font of your choice in size 20.

11. When the Text Edit screen opens, enter the words My Designer in upper and lower
case letters.
12. Touch OK to exit the Text Edit screen.
13. Touch Start Menu to open the Extended Tool Bar.
14. Touch the Font Menu.
15. Select the same font and size and enter the word Diamond.
16. Touch

17. Arrange the words on the screen by touching and dragging with the
stylus or using the Control arrows.

18. Touch Start Menu to open the Extended Tool Bar.
19. The Design Menu opens automatically.

20. Select DD_018.vp3, the diamond.

21. Arrange on the screen with the lettering.

22. Touch Select All

23. Couch Control Center

24. Touch Save to My Designs

25. Touch My Files.

26. Your Designer Diamond gives your design a default name. Touch Rename
to enter a new name for your design.

27. Touch and Hold Delete to remove default design name.
28. On the Character selection screen, enter MY DIAMOND.
29. Touch.

30. Touch Create new folder.
31. Enter a name for your new folder. Touch
32. The new folder appears in My Files.

33. Select the new folder. Touch Open folder.
34. Touch OK and your design is saved in that location.
35. Hoop fabric with Tear-A-Way Stabilizer in your Royal Hoop 260 x 200.
Attach the hooped fabric and touch GO! on the lower tool bar to switch
from Embroidery Edit to Embroidery Stitch-Out.
36. Touch Start/Stop to embroider your design.

Bedecked and Bejeweled Pin Cushion
By Marie Duncan, Education Creative Coordinator
Start with the “lonesome”, single flower you created in the Designer Diamond Special Technique #9
Taper Stitch. Add some jewels to make a pincushion fit for
a queen!

Sewing Supplies:
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

Husqvarna Viking Designer Diamond
Cotton Sewing Thread
Sulky Polyester Invisible Thread
Bobbin Thread
6” square with Taper Stitch Flower
6” Square of Fabric for Back
2/3 yard Beaded Trim (Check your Home Dec fabric
Dept.)
Seed and Cut Glass Beads (see below for size)
Polyester Sewing Thread
Hand Beading Needle
Maxi Bead Foot #412 70 10-45 (6mm beads)
Mini Bead Foot #412 70 11-45 (4mm beads)
Clear 2-3mm Embellishment foot #413 03 04-45
Narrow Zipper Foot #412 56 57-45
Pictogram Pen
Fiberfill

Beads:
1. To determine the size of beads to use, string a few beads and “run the foot” over them. There are three
different sizes of beading feet to accommodate the different sizes of beads. The beads need to slide freely
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in the groove on the underside of the foot. We strung pink and green beads alternately.
2. Begin by stringing a few beads. Put the first bead on the
needle on a long double thread of polyester sewing thread.
We are using polyester thread for this because of the strength
of the thread. Go back through the first bead as shown, to
“tie off” the end. String four 4 3/4” long strands.
3. Thread with Sulky Polyester Invisible thread on top and bobbin thread in the bobbin.
4. Touch Start Menu

. Select Menu F

. Select F1:11 .

5. Because we are using invisible thread, touch SET Menu
lower

. Adjust the tension one full number

6. Touch Stitch Width
Move the handwheel towards you until it moves to the left, over the
bead. Adjust the width so that it clears the bead.
7. Touch Speed -. Adjust the speed to the medium setting.
8. Using your Pictogram Pen, mark a line on each side, 1 1/2” in
from the edge of the 6” square of fabric.
9. Stitch a row of beads on each marked line. Keep the beads out
of the 1/2” seam allowance.
10. Place the next string of beads under the foot and align the edge
of the foot with the first row of beads as shown. Stitch the
remaining two strings of beads in place.

Finish the Pin Cushion:
1. Place the beaded trim with the beads towards the center of the embroidered top. Snap on
your Narrow Zipper Foot. Because the Narrow Zipper Foot is “narrower” it makes getting
right up to the beads, easy! Select A1:1 , Left Needle Position Straight Stitch. Stitch “next
to” the tape, securing the beads in place as shown. This row of stitching will be used, to keep
the final row in the correct place. At the corners, snip into the tape, to allow it to turn the
corner.
2. Place the 6” backing square on top of the embroidered piece, right sides together. With the
embroidered piece up, stitch around the square leaving a 4” opening to turn.
3. Turn. Check that no tape is showing on the right side. Turn back inside out. Snap on your E Zipper
Foot. This is wider, and also allows you to stitch an overcast stitch, next to the beads. Touch Woven
Medium
on your Exclusive Sewing Advisor. Touch Overcast
fabric and tape.

. Overcast the edge of the

4. Turn your pin cushion right sides out. Stuff with fiberfill. Hand sew the opening closed.
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Designer Diamond Technique Step by Step #9 -Taper Stitch
Select Angles

1. Select Sewing Mode.

2. The taper stitch automatically tapers the satin stitch for
corners and points. It can also be used for satin stitch
lettering.

3. Touch Start Menu.

4. Touch Menu F, Appliqué Stitches

5. Choose stitch F1:6

6. Touch Tapering.

7. The default tapering value of the beginning and end of the taper stitch is 60
degrees. Change Beginning taper to 90 degrees.
8. Change End taper to 90 degree.
9. Touch OK to close taper angle screen.

10. Change stitch width to 4.0

11. Snap on Presser Foot B as recommended on the Ultimate Interactive Screen.

12. Make a fun taper stitch flower quickly and easily.
13. Thread with pastel green 40 wt. rayon embroidery thread on top and
bobbin thread in the bobbin. On a 6” x 6” (15cm) square of fabric,
and 1” up from the lower edge, centered, using your Pictogram Pen.

14. Place Tear-A-Way Stabilizer underneath the fabric. Turn the fabric
so the Pictogram Pen mark is at the top of the fabric. Begin sewing

from the marked point toward the fabric center. As it begins, the stitch will
automatically taper from a point to the 4 mm satin stitch width. Curve stitch slightly
as you sew to form a leaf. To form the tip of the leaf, touch the reverse button. This
will start the tapering toward the end point. Once the stitch is finished, touch the
Selective Thread Cutter function button to cut the thread and pull the top thread to
the back.

15. Touch the STOP button to repeat sewing the same tapered satin stitch automatically.

16. Stitch another leaf as shown.

17. Touch the Selective Thread Cutter.

18. Repeat two more times, angling the leaves in the other direction as
shown.

19. Touch STOP to turn STOP feature off.

20. Touch the Tapering Icon.

21. Change the Beginning taper to 120.

22. Change the End Taper to 120.

23. Touch OK to close taper angle screen.

24. Change the width to 3.0 by touching the Stitch Width minus symbol.

25. Stitch straight up from the starting mark to form a stem.

26. Touch Reverse to end taper and stop.

27. Touch the Selective Thread Cutter to cut threads.
28. Change your top thread to pastel pink 40 wt. rayon thread.

29. Select Stitch F1:16.
30. Touch the Tapering Icon.
31. Select Beginning taper 30 Degrees Left.
32. Select End Taper 30 Degrees Right.
33. Touch OK to close taper angle screen.

34. Decrease the Stitch Width to 6 mm.
35. Begin stitching at the end of the stem, and stitch straight up
to form a flower petal as shown.

36. Touch Reverse to finish the taper.
37. Touch the STOP button to repeat sewing the same tapered satin stitch
automatically.

38. Touch the Selective Thread Cutter to cut threads.

39. Stitch another flower petal next to the first one as
shown.

40. Touch STOP to turn STOP function off.
41. Touch the Tapering Icon.

42. Select Begin Taper 30 Degrees
43. Select End Taper 30 Degrees Left.

Right.

44. Stitch the other side of the flower center.

45. Touch the STOP button to repeat sewing the same tapered satin stitch automatically.

46. Stitch the other side of the flower as before.

Runner for all Seasons
By Marie Duncan, Education Creative Coordinator

Make the basic runner, and “button on” the seasonal ends! Practice your buttonholes that you learned
about in Designer Diamond Special Technique #10 Buttonholes, and have a year around,
“always up to date” runner for your table or buffet!

Sewing Supplies:
•
•
•
•

Husqvarna Viking Designer Diamond
40 wt. Rayon Embroidery Thread
Bobbin Thread
10mm Hemmer #412 99 00-45
1

•
•
•
•
•

Clear View S Foot #412 51 08-456
Clear 1/4” Piecing Foot w/guide #412 92 74-45
Button Foot with Placement Tool #412 93 45-45
3 1/2 yards of Linen – Yardage given is for center runner and five different seasonal ends.
Ten 5/8” Buttons

Cut:
Cut from linen:
One center 16 1/2” x 32”
Ten pieces for embroidery 20” x 10”
Twelve pieces 16 1/2” x 3” for facings

Customize your Embroidery:
We are giving step by step instructions for the autumn embroidery. Use these same instructions to do
the other designs. Keep your embroideries no wider than 13 1/2”. To check, touch FIX

1. Select Embroidery: Touch
2. Slide on the embroidery unit.
3. Select the Crown Hoop 360 x 200.
4. Touch the Start Menu Button.
5. The Design Menu opens.
6. Open Design DD_110, the spider web.

7. Touch the Start Menu Button
pumpkin.

and select DD_109, the

8. The pumpkin is highlighted with a red box around it. Touch Rotate.

9. Touch Rotate 90 degrees.

10. With the pumpkin still highlighted, touch duplicate.
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11. Touch Mirror End to End.
12. Move the pumpkins off of the spider web.
13. Select the Spider Web. Touch Rotate.

14. Touch Rotate 90 Degrees.
15. You now have two pumpkins and one spider web! Touch Color Edit.

16. Touch Grid.
17. Touch OK.
18. Touch Position.
19. Using the grid, arrange the spider web between
the two pumpkin designs with the leaves pointing
inwards.

20. When you are happy with the arrangement, touch Select All.

21. Touch Group.

22. Touch Move to Center.

23. Touch Save to My Designs.
24. Touch Rename.
25. Long Touch Delete.
26. Enter HALLOWEEN.
3

27. Touch.
28. Touch.
29. Embroider your design on the 10” x 20” piece of fabric. Repeat for the other end.
We used the following designs for our runner:

Designs DD_111 and DD_112

Designs DD_122 and DD_122

Design DD_119 three times, changing the
color of his mittens.

Designs DD_114 and DD_132.

Make the Runner:
1. Cut embroidered end panels down to 16 1/2” wide x 7 3/4” high with the embroidery centered.
2. Snap on your 10mm Hemmer. It attaches to the stitch plate of your Designer Diamond. Snap
on your “A” Foot. Select Woven Medium

on your Sewing Advisor ® and

Seam.
3. Fold a double 10mm hem on a scrap of your linen and insert it into the funnel of the hemmer.
Stitch an inch or so and check to see if your stitching is near the folded edge. If the stitch is not
where it needs to be, you can move it left or right using your Stitch Positioning.
4

4. Stitch a 10mm hem on each short side of the embroidered ends and the two long edges of the
runner center piece.

Stitch the Scallops:
1. Select your pre-programmed F1:4, 4mm satin stitch.
2. Touch

Touch an open position to save the stitch.

3. Touch
4. Select H1:2.
5. Touch

Touch an open position to save the stitch.

6. Touch
7. You now have the two stitches that you will use to stitch the scallops along the bottom of the
seasonal ends. Touch the Start Menu Button.
8. Select the U Menu.
9. The scallop is an Omnimotion stitch. That
means it will feed sideways, as well as
forward. Begin by drawing a line with your
Pictogram Pen 1” from the raw edge of the
fabric, along the long edge underneath the
embroidery. When beginning to stitch, start
with your needle in the line.
10. Select the 4mm satin stitch. Begin at the edge of the
hem, and stitch the width of the hem. Then touch the
scallop stitch. Stitch scallops across the width of the
fabric. When you reach the other hem, touch 4mm
satin stitch and stitch across the hem. By saving the
two stitches in your U Menu, it makes it easier to go
after several
back and forth between them. Touch
repeats of the stitch. The needle should end up back
on the line. If it doesn’t, adjust the fabric so it is back on the line.
11. Trim the excess fabric from the scallops. If desired, place Fray Blocking liquid on the fabric,
next to the threads where you are going to trim. Allow to dry. Then trim.

5

Buttonhole Facing:
1. Place the 16 1/2” x 3” facing piece right sides together
with the other long edge of the seasonal end piece.
Fold the 3” edge of the facing piece up 1/2”, finger
press. Snap on your Clear 1/4” Piecing Foot w/Guide.
Stitch the facing to the embroidered end piece. When
you approach the other end, fold the end up as you did
on the first end.
2. Serge or overcast the raw edge. To overcast on your Designer Diamond, just touch Woven
Medium

on your Exclusive Sewing Advisor ® and touch Overcast!

3. Press your facing to the wrong side of the embroidered end. Stitch facings to all the facings and
to each end of the center of the runner.

4. Select buttonhole B1:4

size 16.

5. The buttonholes are stitched on the embroidered seasonal ends. Mark 1” from each end. Stitch
a buttonhole on those marks. Fold your embroidered end in half to find the center. Stitch a
buttonhole on the center mark. Fold again, to find the half way point between the end and the
center for the last two buttonholes. Repeat so you have five evenly spaced buttonholes on each
seasonal end.
6. Mark the corresponding point on the ends of the runner. Overlap the seasonal end with the
center of the runner so the facings are on top of one another. Mark the position of the buttons
on each end of the runner.
7. Snap on your Button Foot with Placement Tool. Stitch the buttons in place. For more
information on using the Button Foot with Placement Tool and the other accessory feet, go to
www.husqvarnaviking.com, USA, Accessories.
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Designer Diamond Technique Step by Step #10 -Buttonholes
Perfectly Balanced Sensor One-Step Buttonhole
The Exclusive SEWING ADVISOR® feature will select the best buttonhole and stitch settings for your
fabric.
Fabric should be interfaced and/or stabilized where buttonholes are to be sewn.
1. Select Sewing Mode.
2. On your Exclusive SEWING ADVISOR®, touch Woven Medium.
3. Touch Buttonhole
4. B1:2 Bartack Buttonhole was selected.
5. Plug the cord of the Sensor One-Step
Buttonhole Foot into the port to the left
underside in front of the Adjustable E
LIGHT™ system (a). Snap on the Sensor OneStep Buttonhole Foot.

6. To measure the button to determine the buttonhole size,
place your selected button on the buttonhole ruler on the
Designer Diamond base plate.

7. Use the + or – on the Button size control on the Ultimate Interactive Screen to set the size of the
button in millimeters (mm).
8. Before sewing the buttonhole, line up the white area on the side of the wheel with the white
marking line on the foot.
Place
9. Stitch the bartack buttonhole B1:2.
Sample
Here

Exclusive Sewing Advisor Buttonholes:
1. Your Exclusive Sewing Advisor will select the correct buttonhole for the type and weight of fabric
you are sewing.
2. On the Exclusive Sewing Advisor, select Woven Light
3. Select Buttonhole
4. The recommended Round End Buttonhole B1:4 is displayed on the Ultimate Interactive Screen. It
also recommends the Sensor One-Step Buttonhole foot, which needle to use and to use stabilizer.

5. Select Woven Medium.
6. The Bartack Buttonhole B1:2 is selected.
7. Continue selecting the other fabrics in the Exclusive Sewing Advisor and see the how the correct
buttonhole is selected for each fabric type and weight.

Buttonholes:

B1:1 Wide Bartack Buttonhole with extra cutting space.
Stitch on medium to heavy fabric

Place
Sample
Here

B1:2 Bartack Buttonhole
Stitch on medium weight woven fabric.

B1:3 Round-End Bartack Buttonhole
Stitch on light weight fabric.

B1:4
Round End
For blouses and children’s garments.
Stitch on Light weight fabric

B1:5 Heavy Reinforced Buttonhole
Stitch on heavy weight fabric.

B1:6

Medium Reinforced Buttonhole. See Users Guide
for instructions on sewing a Manual Buttonhole.
Stitch on medium weight fabric

B1:7

Medium Reinforced Decorative Buttonhole.
Guide for instructions on sewing a Manual Buttonhole. Stitch on
medium weight fabric

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

B1:8 Heirloom Buttonhole for hand look on fine and

Place
Sample
Here

delicate fabrics. Stitch on Light Weight Fabric.

B1:8 Heirloom Buttonhole for jeans buttonhole:

Place
Sample
Here

Touch increase length and width. Use thick thread.
Stitch on denim

B1:9 Round-End Heirloom Buttonhole

Place
Sample
Here

For hand look on fine and delicate fabrics
Stitch on fine fabric

B1:10 Keyhole Buttonhole Square end for tailored
jackets, coats etc. Stitch on heavy fabric.

B1:11 Tapered Keyhole Buttonhole
Tapered end for tailored garments.
Stitch on medium to heavy weight fabric

B1:12 Heavy Duty Buttonhole
With reinforced Bartacks
Stitch on heavy weight fabric.

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

B1:13 Decorative Fashion Buttonhole
For most fabric weights.

Place
Sample
Here

B1:14 Leather Buttonhole (Straight Stitch)
For leather and suede

Place
Sample
Here

B1:15

Place
Sample
Here

Bound Buttonhole with extra cutting
space for bound buttonholes
Select Woven Medium on the Sewing Advisor ®.
1. Fabric needed: One piece chino and one piece cotton 2” x 3”
(50mm x 80mm).
2. Place cotton piece and chino fabric right sides together and stitch
buttonhole.
3. Cut the buttonhole down the center to 1/4” (6mm) from each end.
Cut to the corners at each end to form a triangle as illustrated.
4. Press the end triangles and the sides away from the buttonhole.
5. Pull the cotton through the buttonhole opening to the wrong side.
6. Fold the cotton so the edges of the buttonhole ar formed and meet
at the center of the buttonhole opening forming a pleat at each end
on the wrong side.
7. From the right side, fold back the end of the buttonhole to expose
a triangle.
8. Touch Straight Stitch A1:2. Set the Stitch length to 1.5 and stitch
across the base of each triangle catching the pleat of the rectangle
to secure it. Topstitch the buttonhole from the right side “in the
ditch”.
The wrong side of a bound buttonhole is finished when the garment facing
or lining is slit and hand stitched to the wrong side of the opening.

B1:16 Automatic Button Sewing for sewing on buttons.
Remove the presser foot or use the Optional Button Foot with
Placement Tool presser foot (Part #412934545).
Select the number of stitches on the Button Sew On icon.

Place
Sample
Here

Place the button underneath the ankle or Button Foot. Move the
handwheel to check that the needle will clear the holes. Sew
button.

B1:17 Round Eyelet for belts, lacing eyelets and
embellishments.

B1:18 Teardrop Eyelet for lacing eyelets and
embellishments.

B19

Oval Eyelet for lacing eyelets, and embellishments.

B20 Decorative Fashion buttonhole for most weights
of fabrics.

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

Place
Sample
Here

